ROSEDALE
, PRODUCTS INC.

RPO Series Polypropylene Filter Bags

RPO SERIES
Filter: Polypropylene Filter Bags

The RPO sealing flange provides the best bag-to-housing seal in
today’s marketplace. During operation as the filter bag gets dirty
causing differential pressure to increase, our flared RPO top flange
seal improves, providing optimum performance. The integral
plastic flange makes installation and disposal easier and there is no
metal to worry about.

Polypropylene offers compatibility with water, animal or vegetable
oils, organic solvents, alkalis, oxidizing agents, organic acids,
mineral acids as well as micro-organisms. Temperature limitation is
200°F. Choose micron ratings 1 through 200 from high efficiency
micro fiber materials or industry standard felt. As an added feature,
sonically welded seams are available.

DESIGN DETAILS

RPO bags have a plastic flange sewn or sonically welded into their
opening and integral handles as a standard feature. They make
removal faster and easier.

Microfiber bags are 95% efficient at 1, 3, 8, and 19 microns. The
standard felt is offered in grades 1 to 200 microns. These bags are
also available in standard “ring type” bag sizes.

APPLICATIONS
- High Purity Fluids
- Food Products
- Liquors
« Activated Carbon Removal
« Parts Washing
- Edible Qils

Certified to
MSFAME 1

NSF Section 8 - Mechanical Devices
NSF/ANSI Standard 61; Standard 372
Rosedale Products, Inc.

MATERIALS OF CONSTRUCTION
« Filter Media: Polypropylene
«  Finish: Plain or Glazed
« Cover: Spun bound polypropylene
« Top Seal: Rosedale RPO Flange,
Snap Ring 316 Stainless Steel

SUGGESTED DIFFERENTIAL PRESSURE
Maximum: 35 PSIG Dirty (2.4 bar)
Optimum: 10-15 PSIG (0.7-1.0 bar)

MAXIMUM OPERATING TEMPERATURE
« Maximum (Polypropylene): 200°F (94°C)
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ROSEDALE

, PRODUCTS INC.

RPO Series Polypropylene Filter Bags

RPO SERIES

RECOMMENDED MAXIMUM FLOW RATE (FOR LIQUIDS WITH A DYNAMIC VISCOSITY OF 1 MPA:S @ 20°C)

POLYPROPYLENE FELT - PO Bags

FILTER BAG SIZE FLOW RATE DIMENSIONS SURFACE AREA
1 40 GPM (9.08 M3/HR) 7.2"X 16" (18.28 CM X 40.65 CM) 2.2FT2 (0.20M2)
2 80 GPM (18.16 M3/HR) 7.2"X32"(18.28 CM X 81.28 CM) 4.4FT2 (0.41M2)
3 10 GPM (2.27 M3/HR) 4.1"X8"(10.41 CM X 20.32 CM) 0.5FT2 (0.45 M2)
4 20 GPM (4.54 M3/HR) 4.1"X 14"(10.41 CM X 35.56 CM) 1.0FT2 (0.9M2)
7 25 GPM (5.67 M3/HR) 5.6"X15"(14.27 CM X 38.10 CM) 1.2FT2 (0.11M2)
8 40 GPM (9.08 M3/HR) 5.6"X21"(14.27 CM X 53.34 CM) 2.0FT2 (0.20M2)
9 65 GPM (4.0 M3/HR) 5.6"X32"(14.27 CM X 81.28 CM) 3.4FT2 (0.32M2)
12 100 GPM (22.71 M3/HR) 8.4"X32"(21.25CM X 81.28 CM) 5.5FT2 (0.52M2)

POLYPROPYLENE MICRO FIBER - POMF Bags

FILTER BAG SIZE FLOW RATE DIMENSIONS SURFACE AREA
1 20 GPM (4.54 M3/HR) 7.2"X16"(18.28 CM X 40.65 CM) 2.2FT2 (0.20M2)
2 40 GPM (9.08 M3/HR) 7.2"X 32"(18.28 CM X 81.28 CM) 4.4FT2 (0.41M2)
3 5 GPM (1.14 M3/HR) 4.1"X 8"(10.41 CM X 20.32 CM) 0.5FT2 (0.45 M2)
4 10 GPM (2.27 M3/HR) 4.1"X 14"(10.41 CM X 35.56 CM) 1.0FT2 (0.9M2)
7 13 GPM (2.84 M3/HR) 5.6"X 15"(14.27 CM X 38.10 CM) 1.2FT2 (0.11M2)
8 20 GPM (4.54 M3/HR) 5.6"X21"(14.27 CM X 53.34 CM) 2.0FT2 (0.20M2)
9 33 GPM (2.0 M3/HR) 5.6"X 32"(14.27 CM X 81.28 CM) 3.4FT2(0.32M2)
12 50 GPM (11.35 M3/HR) 8.4"X32"(21.25CM X 81.28 CM) 5.5FT2(0.52M2)

EFFICIENCY RATINGS

MICRON RATING @ EFFICIENCY NOMINAL RATING
95% 99% 50% 95%
1,3,8,19 2,5,19,25 1,5,10, 25,50, 100, 200 35,48, 55,65,70,110, 200

CONFIGURE YOUR PART NUMBER (EXAMPLE: PO-100-G2RPO-NSF)

MICRON SIZE NSF
MATERIAL RATING FINISH (DIMENSIONS ABOVE) TOP SEAL SEAM OPTIONS (Option)
G 55 NO SYMBOL
1.5 10 1,2,3,4,7,8,9,12 316 Stainless Steel Snap
PO 2 Glazed . Sewn Seam NSF
Polypropylene | 2>2% ing NSF 61 Listed
olypropylene | 7500 5 0 ste

Plain 1:2,3,4,7,8,9.12 Polypropylene Flange Welded Seam
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The Public Health and Safety Organization

NSF Product and Service Listings

These NSF Official Listings are current as of Wednesday, November 5, 2025 at 12:15 a.m. Eastern Time.
Please contact NSF to confirm the status of any Listing, report errors, or make suggestions.

Alert: NSF is concerned about fraudulent downloading and manipulation of website text. Always confirm
this information by clicking on the below link for the most accurate information:
http://info.nsf.org/Certified/PwsComponents/Listings.asp?Company=02090&Standard=061&

NSF/ANSI/CAN 61
Drinking Water System Components - Health Effects

NOTE: Unless otherwise indicated for Materials, Certification is only for the Water Contact
Material shown in the Listing. Click here for a list of Abbreviations used in these Listings.

Click here for the definitions of Water Contact Temperatures denoted in these Listings.
Products certified to NSF/ANSI/CAN 61 comply with the health effects criteria in NSF/ANSI/CAN 600.

Rosedale Products, Inc.
P.O. Box 1085

Ann Arbor, MI 48106
United States
800-821-5373
734-665-8201

Facility : # 1 USA
Mechanical Devices
Water Water
Contact Contact

Trade Designation Size Temp Material

Filtration Devices/Components



(X)-(Y)-(2)-(3)-150-(4)-(5)-(6)[1]
D-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)[2]
FT-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)[2]
H-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)[2]
HF-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)[2]
LCO 8-(1)-(2)-(3)-125-(4)-(5)-(6)[1]
LCO-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)[2]
NCO 8-(1)-(2)-(3)-150-(4)-(5)-(6)[1]

[1] NCO 8-(1)-(2)-(3)-158-(4)-(5)-(6)

(X)-(Y)-(2)-(3)-150-

(4)-(5)-(6)

LCO 8-(1)-(2)-(3)-125-(4)-(5)-(6)
Are denoted as follows:

(X) LCO 8135

LCO 8135 Convertible
LCO 8640 Variable

NCO 8135

NCO 8135 Convertible
NCO 8640 Variable

(Y) 8640

24735
361835
422135
482935
(1) Basket size

6 cartridges

18435 - 4 Cartridges

7 Cartridges
18 Cartridges
24 Cartridges
29 Cartridges

15 - 15" (NCO only)

30 - 30" (NCO)

No symbol (NC08135)
(2) Pipe size, NPT and flanged:
3/4P - 3/4" female NPT
1P - 1" female NPT
11/4P - 1 1/4" female NPT

11/2P - 1 1/2" female NPT

2P - 2" female NPT

3P - 3" female NPT

3/4F - 3/4" 150 class ANSI flange
1F - 1" 150 class ANSI flange

1 1/4F - 1 1/4"™ 150 class ANSI flange
1 1/2F - 1 1/2" 150 class ANSI flange
2F - 2" 150 class ANSI flange

3F - 3" 150 class ANSI flange

g
g
g
g
g
g
g
g

CLD 23
CLD 23
CLD 23
CLD 23
CLD 23
CLD 23
CLD 23
CLD 23

MLTPL
MLTPL
MLTPL
MLTPL
MLTPL
MLTPL
MLTPL
MLTPL



4F - 4" 150 class ANSI flange

6F - 6" 150 class ANSI flange
(3) Outlet style

* - Side/bottom unistyle (LCO or NCO)

1 - Bottom
(4) Housing material

S - 304 Stainless Steel
(5) Cover seal

E - EPDM
(6) Basket type

PB - Filter bag basket (LCO, NCO, or NLCO)

700 - 700 Cartridge

700PB - Convertible (LC08135 or NCO08135)

DOE - Double open end
[2] FT-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)

D-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)
H-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)
HF-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)
LCO-(1)-(2)-(3)-(4)-(5)-(6)-(7)-(8)-(9)-(10)-*(11)
Are denoted as follows:
(1) Model: 4, 6, 8, 10, 12, 14, 16, 18, 22, 24, 30,36, 42, 48
(2) # Carts: 1, 3, 4, 5, 6, 7, 8, 12, 19, 20, 22, 27, 31, 40, 52, 82, 116, 158, 205
(3) Length 6, 10, 12, 15, 20, 30, 35, 39, 40, 60, 80
(4) Nozzle: %, %, 1, 1 %, 1 %, 1 %, 2, 3, 4, 6, 8, 10, 12, 14, 16
(5) Connector: F, NPT, WN, LWN
(6) Style: 1, 2, 3, 4, U
(7) PSI: 100, 125, 150, 200, 300
(8) MOC: 304, 304L, 316, 316L
(9) Gasket: FG (epdm)
(10) Cart Post or Cart Style: VP, TP, DOE, 222, 226, R, S
*(11) ASME Code: C

Microfiltration Devices
Model 8-(1)-(2)-(3)-(4)-(5)- FG-S-PB-(6)-C[3] [4] 2" -12" CLD 23 MLTPL
Model 8-(1)-(2)-(3)-(4)-(5)-E-S-PB-D-C[3] [5] 3/4"-6" CLD23 MLTPL

[3] Certified for a minimum flow of 25 gallons per day.
[4] The numbers in parentheses represent the following for
8-(1)-(2)-(3)-(4)-(5)-FG-S-PB-(6)-C:
(1) Housing Size:
15" - 15"



30" - 30"

(2) Pipe size, NPT and Flanged:
3/4P - 3/4" female NPT
1P - 1" female NPT
1-1/4P - 1 1/4" female NPT

1-1/2P - 1 1/2" female NPT
2P - 2" female NPT
3P - 3" female NPT
3/4F - 3/4" 150 class ANSI flange
1F - 1" 150 class ANSI flange
1-1/4F - 1 1/4"™ 150 class ANSI flange
1-1/2F - 1 1/2" 150 class ANSI flange
2F - 2" 150 class ANSI flange
3F - 3" 150 class ANSI flange
4F - 4" 150 class ANSI flange
6F - 6" 150 class ANSI flange

(3) Outlet Style:
1 - Bottom
2 - Side

3 - Bottom Elbow
(4) Pressure Rating:
150 - 150 psi (NPT or flanged)
300 - 300 psi (NPT or flanged)
(5) Housing Material:
S - 304 stainless steel
S316 - 316 stainless steel
(6) Optional Displacer
D - Displacer present
STANDARD CODES:
FG - Cover seal
S
PB - Basket type (filter basket, 964 perforations)
C - ASME code stamp
[5] The numbers in parentheses represent the following for Model
8-(1)-(2)-(3)-(4)-(5)-E-S-PB-D-C:
(1) Housing Style:

Basket seal is required

No Symbol - Standard (std)

SLP - Standard low profile

QII - Quick access cover

HLP - Hinged low profile
(2) Model:

16 - Model 16
18 - Model 18



22 - Model 22
24 - Model 24
30 - Model 30
36 - Model 36
42 - Model 42
48 - Model 48
(3) Basket Depth:

15 - 15"
30 - 30"
(4) Pipe Size (Flanged):
2F - 2"
3F 3"
4F - 4"
6F 6"
8F 8"
10F - 10"
12F - 12"

(5) Outlet Style:

1 - In-line, bottom

2 - Side inlet/outlet

3 - Side inlet/outlet/same side
(6) Optional Displacer

D - Displacer present
STANDARD CODES:

E - Cover seal

S - Basket seal is required

PB - Basket type (filter basket, 964 perforations)

C - ASME code stamp

Facility : # 2 USA

Mechanical Devices

Trade Designation

Filtration Devices/Components[1]
GD-PO-(X)—(Y)-(Z)—-(1)—(2)[2]
HFR - (X)-(W)-(Y)-(Z)-(V)-(1)-(2)[3]

Size

0.98 L
26.67 LL

Water
Contact

Temp

CLD 23
CLD 23

Water
Contact

Material

MLTPL
MLTPL



HFS-P - (X)-(W)-(Y)-(2)-(V)-(1)-(2)[3] 20.55 L

HL-PO-(X)—-(Y)-(2)-(1)-(2)[4] 0.98 L
PMO - (X)-(V)-(Z)-(1)-(2)[5] 0.98 L
PO-(X)-(V)-(Z)-(1)—(2)[6] 0.98 L
POMF-(X)-(Y)-(2)-(1)-(2)[7] 0.98 L

[1] Certified for minimum flow of 25 gallons per day.
[2] GD-PO - Graded Density - Graded Density Polypropylene
[3] HFR = High Flow Rosedale

HFS-P = High Flow Standard

(X) Micron Rating
HFR - 1, 5, 10, 25, 50, 100, 200
HFS-P - 1, 5, 10, 25, 50, 100, 200

(W) Material
HFR - Polypropylene
HFS-P - Pplypropylene

(Y) Finish Type / Cover
HFR - Polypropylene Cover (PMO)
HFS-P - Polypropylene Cover (PMO)

(V ) Bag Length
49 - 40" nominal
60 - 60" nominal

(1) Ring Type:
SS - 304 Stainless Steel Ring (HFS-P only)
RPO - Molded Polypropylene Ring (HFR only)

(2) Construction

SEWN - No symbol
[4] HL-PO - High Life - High Life Polypropylene
[5] PMO - Single Layer Bag - Polypropylene Monofilament Mesh
[6] PO - Single Layer Standard Bag - Polypropylene Felt

CLD 23
CLD 23
CLD 23
CLD 23
CLD 23

[7] POMF - High Efficiency Filter Bags - Polypropylene Micro Fiber

(X) Micron Rating
PO - 1/2, 1, 5, 10, 25, 50, 100, 200
POMF - 1, 3, 8, 19
GD-PO - 523, 525, 527, 529

MLTPL
MLTPL
MLTPL
MLTPL
MLTPL



HL-PO - 323, 325, 327, 329

PMO

le0, 150, 200, 250, 300, 400, 600, 800

(Y) Finish Type/Cover

PO
POMF

GD-PO -
HL-PO -

PMO

(Z) Bag Size (Inches)

(1)
(2)
(3)
(4)
(7)
(8)
(9)
(12)

(1) Ring Type:
SS - 304 Stainless Steel Ring

7.

0o U1 v1 L1 BN
A N N N W wWwN
X X X X X X X

2

X

16 (PO, PMO, POMF, GD-PO and HL-PO)
32 (PO, PMO, POMF, GD-PO and HL-PO)

Polylpropylene Cover
Polypropylene Cover
Polypropylene Cover

8 (PO, PMO, POMF)

12
15
21
32
34

(PO,
(PO,
(PO,
(PO,
(PO,

PMO,
PMO,
PMO,
PMO,
PMO)

POMF )
POMF)
POMF)
POMF)

POL - Molded Polypropylene Ring

RPO - Molded Polypropylene Ring

(2) Construction

WE - Welded Construction (PO only)
SEWN - No Symbol (All)

Facility : Houston, TX

Trade Designation

Filtration Devices/Components
DP-600-PPXXYZ-Q1[1]
DP-601-PPXXYZ-Q1[1]
DP-603-PPXXYZ-Q1[1]

Mechanical Devices

Polypropylene Microfilament

Size

6"
6"
6"

P - Plain Finish or G - Glazed Finish (singed)

Water
Contact

Temp

CLD 23
CLD 23
CLD 23

Water
Contact

Material

MLTPL
MLTPL
MLTPL



DP-605-PPXXYZ-Q1[1] 6" CLD 23 MLTPL

DP-607-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DP-608-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DP-609-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DP-610-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DP-611-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-600-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-601-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-603-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-605-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-607-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-608-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-609-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-610-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
DPU-611-PPXXYZ-Q1[1] 6" CLD 23 MLTPL
PSS-740-P356[2] 7" x 36" CLD 23 MLTPL
PSS-741-P356[2] 7" x 36" CLD 23 MLTPL
PSS-743-P356[2] 7" x 36" CLD 23 MLTPL
PSS-745-P356[2] 7" x 36" CLD 23 MLTPL
PSS-747-P356[2] 7" x 36" CLD 23 MLTPL
PSS-748-P356[2] 7" x 36" CLD 23 MLTPL
PSS-749-P356[2] 7" x 36" CLD 23 MLTPL

[1] XX - Filter Length Code
20 - Filter Length
26 - Filter Length
40 - Filter Length
60 - Filter Length

- Top End Cap Code
- High Flow Cap
Bag Filter Cap

- Flare Cap

N T R, U <
1

- 0O-ring Seal Code

- Buna N
- EPDM

Silicone

cC LW m W
1

- Santoprene

20" models (DPU-6##-PP20YZ-Q1, DP-6##-PP20YZ-Q1 ) are certified for a minimum daily
filtrate generation of 4,750 gallons.



26" models (DPU-6##-PP26YZ-Q1, DP-6##-PP26YZ-Ql) are certified for a minimum daily
filtrate generation of 6,175 gallons.

40" models (DPU-6##-PP40YZ-Q1, DP-6##-PP40YZ-Ql) are certified for a minimum daily
filtrate generation of 9,500 gallons.

60" models (DPU-6##-PP60YZ-Q1l, DP-6##-PP60QYZ-Q1l) are certified for a minimum daily
filtrate generation of 14,250 gallons.

[2] Certified for minimum flow of 25 gallons per day.

Microfiltration Devices

GLR-PO-825-2 [2] CLD 23 MLTPL
PS-520-PPP-241 [2] CLD 23 MLTPL
PS-740-PPP-356 7" x 36"[2] CLD 23 MLTPL

[2] Certified for minimum flow of 25 gallons per day.

Number of matching Manufacturers is 1
Number of matching Products is 45

Processing time was 0 seconds



